
STEP 1: CUT FINGER-FLASHING TO ALLOW
REINFORCEMENT TO FORM AROUND THE BASE OF
THE DRAIN.   FINGER-CUTS MUST BE A MINIMUM
2-INCHES IN LENGTH. APPLY FINGER FLASHING
AROUND THE DRAIN.  A MINIMUM OF 1-INCH OF
REINFORCEMENT MUST BE INSERTED INTO THE
DRAIN.
STEP 2: CUT AND APPLY APPLY PENETRATION BASE
FLASHING AROUND BASE OF DRAIN. DEFORM THE
OPENING TO FIT TIGHTLY AROUND PENETRATION.

NOTE: MAINTAIN A MINIMUM OVERLAP OF 2-INCHES
AT ALL LAPS AND A FLASHING WIDTH OF AT LEAST
4-INCHES FROM THE BASE FLASHING TRANSITION
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NOTE: INSTALLATION OF WESTWOOD PRODUCTS MUST COMPLY WITH CURRENT INSTALLATION INSTRUCTIONS.  THIS DETAIL IS FOR
REFERENCE ONLY AND MUST BE USED IN CONJUNCTION WITH WESTWOOD USA REQUIREMENTS AND PROJECT SPECIFICATIONS.


