
INSTALL FIELD MEMBRANE OVER THE COMPLETED
FLASHING.

2" (MIN)

EXTEND REINFORCED WECRYL R230 THIXO

FLASHING FINGERS 2" (MIN) ONTO PREPARED
HORIZONTAL SUBSTRATE

FLASH PENETRATIONS A MINIMUM OF 8-INCHES
FROM THE HORIZONTAL WATERPROOFING.

4" (MIN)

INSTALL REINFORCED WECRYL R 230 BASE FLASHING
MEMBRANE RIENFORCEMENT FLUSH TO PENETRATION.
EXTEND BASE FLASHING A MINIMUM OF 4-INCHES FROM
THE PERIMETER OF THE FLASHING.

SEE
NOTE

2

NOTES:

1) PREPARE ALL SUBSTRATES IN
ACCORDANCE WITH PUBLISHED
INSTALLATION INSTRUCTIONS

2) FOR AN OUTLINE ON CUTTING FLEECE
FOR ROUND PENETRATIONS, REFER TO
DETAIL F-102.

3) 1/2-INCH MINIMUM DISTANCE IS
RECOMMENDED TO SUCCESSFULLY
INSTALL REINFORCEMENT FLEECE
BETWEEN PENETRATIONS.  SPECIFIC
ONSITE CONDITIONS MAY MODIFY THIS
RECOMMENDATION.
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DRAWING NO:

NOTE: INSTALLATION OF WESTWOOD PRODUCTS MUST COMPLY WITH CURRENT INSTALLATION INSTRUCTIONS.  THIS DETAIL IS FOR
REFERENCE ONLY AND MUST BE USED IN CONJUNCTION WITH WESTWOOD USA REQUIREMENTS AND PROJECT SPECIFICATIONS.


