
REBAR OR THREADED ROD

WECRYL 815 MATRIX.  (SEE NOTE 4).

ROOFING/WATERPROOFING

(WECRYL 230/WECRYL 240)

WECRYL 176 OR
WECRYL 112 PRIMER

4" (MIN)

NOTES:

1) PREPARE ALL SUBSTRATES IN
ACCORDANCE WITH PUBLISHED
INSTALLATION INSTRUCTIONS

2) ABRADE REBAR / THREADED ROD WHERE
POSSIBLE

3) PRIME REBAR / THREADED ROD USING
WECRYL WMP 113 OR WECRYL WMP 174S
METAL PRIMER

4) FLASHING HEIGHT TO  BE 1-1/2" (MIN)

THREADED ROD / REBAR FLASHING - 1" OR LESS DIA.

FLASHINGS / PENETRATIONSP-103
westwood-usa.com | 973-287-6158

04.21.2026
ISSUE DATE:SCALE:

NTS

DRAWING NO:

NOTE: INSTALLATION OF WESTWOOD PRODUCTS MUST COMPLY WITH CURRENT INSTALLATION INSTRUCTIONS.  THIS DETAIL IS FOR
REFERENCE ONLY AND MUST BE USED IN CONJUNCTION WITH WESTWOOD USA REQUIREMENTS AND PROJECT SPECIFICATIONS.


