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WATERPROOFING/SURFACING LAYER

WECRYL R 230 THIXO CENTERED

OVER PREPARED CRACK/JOINT

DE-BONDING TAPE

(CENTERED OVER JOINT)

CLOSED-CELL BACKER ROD

(1.5x LARGER THAN THE COVERED GAP)

COMPRESSIBLE EXPANSION JOINT

FILLER (BACKER ROD, FOAM, ETC.

- BY OTHERS)

EXPANSION JOINT - DECK TO WALL
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NOTES:

1) ALL JOINTS  ARE PRIMED WITH WECRYL 176 PRIOR TO INSTALLING WECRYL 810 OR WECRYL 240

2) SIZE/WIDTH  OF DE-BONDING TAPE SHOULD PROVIDE AN UN-ADHERED AREA 5 TIMES LARGER THAN THE MAXIMUM ANTICIPATED MOVEMENT,
WITH A MINIMUM WIDTH OF 2-INCHES.

3) AVOID APPLYING 'FINISHING LAYERS' OVER THE JOINT.

4) JOINTS WITH MOVEMENT GREATER THAN 3 MM MUST BE TREATED AS AN EXPANSION JOINT.

5) INSTALL SPECIFIED SYSTEM IN ACCORDANCE WITH CONTRACT DOCUMENTS AND CURRENT WESTWOOD PUBLISHED TECHNICAL INFORMATION.


